Ref 

# 


Hits 


Search Query 


DBs 


Default 
Operator 


Plurals 


Time Stamp 


LI 


76903 


brazing 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:42 


L2 


3 


non adj corrosive adj powder 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:42 


L3 


62 


corrosion adj resistant adj powder 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


-OR 


OFF 


2005/04/12 13:43 


L4 


65 


L2orL3 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:42 


L5 


7 


LI with L4 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:42 


L6 


10 


LI and L4 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:42 


L7 


3 


16 not 15 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR : 


OFF 


2005/04/12 13:42 


L8 


88553 


corrosion with resistant 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT; 
IBM TDB 


OR 


OFF 


2005/04/12 13:43 
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L9 


486 


11 with 18 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:43 


L10 


1093 


11 same 18 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:43 


Lll 


7 


110 and "451"/$.ccls. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:44 


L12 


71 


110 and abrasive 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:44 


L13 


0 


"6679243".pn. and (aluminum adj 
oxide) 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 14:09 


L14 


0 


"6361423".pn. and (adhesive) 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 14:09 


SI 


76903 


brazing 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:21 


S2 


3 


non adj corrosive adj powder 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:28 
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S3 


62 


corrosion adj resistant adj powder 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:28 


S4 


65 


S2 or S3 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:29 


S5 


7 


SI with S4 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:29 


S6 


7 


S5 and abrasive 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:30 


S7 


4 


S4 and "451"/$.ccls. 


US-PGPUB; 

USPAT; 

usocr; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


OFF 


2005/04/12 13:31 
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